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FLEXIBLE RUBBER JOINT / 5050

noise that occurs and transmitted along the line on 

pipeline facilities due to EPDM rubber body.

differences arising from expansion and contraction in 

pipe lines.

movements.

from the system.

can be used NBR rubber if required.

flanges.

Hot Water, Cold Water, Industrial Applications

FEATURES

PN 10-16
DN25      DN600

APPLICATIONS

TEMPERATURE

FEATURES

PRODUCTION STANDARDS

DESIGN

END CONNECTION

FACE TO FACE

TEST

MARKING

TS 10879  /  DIN 30680 

FLANGED TS EN 1092-1 / ISO 7005-1  

TS 10879

TS 10879

TS 10879 / TS EN 19
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TECHNICAL DRAWING

BODY FABRIC REINFORCED EPDM

STEEL REINFORCED EPDM

FLANGE WCB CAST STEEL 

EN-GJS-400 DUCTILE IRON  (GGG40)

SEALING EPDM 

NBR

COATING GALVANISATION

MATERIAL SELECTION

Expansion:  Axial + 15mm - 20 mm

  Radial 15 mm

     Angular 10°

25 115 100 16 M12X60 4X2 85 19

140 100 16 M16X60 4X2 205 24

40 150 100 16 M16X60 4X2 205 24

50 165 100 16 4,7 M16X60 4X2 205 24

65 185 100 16 5,6 M16X60 4X2 205 24

80 200 100 16 7,1 M16X65 8X2 205 24

100 220 100 16 7,5 M16X65 8X2 205 24

125 250 120 16 10,8 M16X70 8X2 205 24

150 285 120 16 12,5 M20X75 8X2 400

200 120 16 16,7 M20X80 12X2 400

250 405 16 18,5 M24X90 12X2 691

460 16 29,2 M24X90 12X2 691

520 160 16 46 M24X100 16x2 691

400 565 240 10 48 M24X110 16X2 691

450 615 250 10 51 M24X110 20X2 691

500 670 270 10 57,0 M24X120 20X2 691

600 780 260 10 70,0 20x2 1010 41

 * Valves can be produced with bigger sizes when requested.


